
P1 POWER INPUT 120VAC

FUSE 2AMP

J5 TRUE DWELL INPUT
J6 120VAC OUTPUT

J2 PRINT HEAD SOLENOID 
OUTPUT 120VAC
J3 TEMPERATURE PROBE INPUT

J4 PALM BUTTON SWITCH INPUT

J7 FOIL MOTOROUTPUT  90 VDC

J8 OUTPUT TO SOLID STATE RELAY 12VDC

J9 STANDARD I/O CABLE

J10 OPTIONAL I/O CABLE 

J11 OPTIONAL I/O CABLE 

J12 OPTIONAL I/O CABLE 

ETHERNET PORT
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AFM ENGINEERING, INC.

HOT STAMP CONTROL BOX AB
AFM PART # 19900

PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
AFM ENGINEERING, INC.  ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
AFM ENGINEERING INC. IS 
PROHIBITED.

COMMENTS:

WEIGHT: 13.714 SHEET 1 OF 1

Q.A.

MFG APPR.

ENG APPR.

CHECKED

DRAWN

DATENAMEDIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONAL
ANGULAR: MACH      BEND 
TWO PLACE DECIMAL     .010
THREE PLACE DECIMAL   .005

NEXT ASSY USED ON

APPLICATION DO  NOT  SCALE  DRAWING

FINISH

MATERIAL

REV.

B
DWG.  NO.SIZE

SCALE:1:4
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