
TIMER ONSET UP

KENSOL 
HOT STAMPING 

DIGITAL READOUT- 3 PLACES

DEPRESS FOR SET 
TEMPERATURE CHANGE 

DEPRESS FOR DWELL TIME 
CHANGE

TEMPERATURE & DWELL SET 
SWITCHES WITH EITHER SET 
BUTTON DEPRESSED, PUSH TO 
CHANGE SETTING 

HEAD STROKE COUNTER

RED LIGHT INDICATES FAULT 
IN HEAT SENSOR

DEPRESS TWICE TO RESET 
COUNTER

RED LIGHT INDICATED POW-
ER TO TIMER CIRCUIT 

BLINKING RED LIGHT 
INDICATING PROPORTIONING
POWER BEING APPLIED TO 
HEATERS 

STEADY GREEN LLIGHT
INDICATES THAT DIE 
HAS REACHED SET 
TEMPERATURE 

RED LIGHT INDICATES PURE 
DWELL CYCLE HAS BEEN 
INITIATED 

PURE DWELL TIME READOUT 
IN SECONDS, TENTHS AND 
HUNDREDTHS OF A SECOND 

RED LIGHT INDICATES FAULT 
IN ACTUATING CIRCUIT 

RED INDICATOR LIGHT 
CIRCUIT FAULT OR LOW 
BATTERY POWER FOR 
MEMORY RETENTION 

OFF/ON SWITCH-HEAT 
CIRCUIT 

TIMER SWITCH, SETUP, 
OFF OR RUN 
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KENSOL IED CONTROL 
BOX FRONT 
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